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Upustvo za wpotrebu: Pri koristenju svih tipova proizvoda od ekspandiranog
polistirena EPS-a treba koristiti dobre kodove gradevinske prakse FEkspandirani

determined codes of constructional practice should be used. Expanded polystyrene
Eps is simple for the uvse, and there is no danger for the use or any
confraindications for the health of people and animals.

// //f":' 8 polistiren EPS je jednostavan za upotrebu te nema nikakvih opasnosti za
// / ' YRy rukovanje nitt bilo kakve kontraindikacije po zdravllje ljudi 1 Zivotinja.
/// L. Manual: While using all types of products from expanded polystyrene EPS a

BAS EN 13163:2013 (EN 13163:2012) CIVIC d.o.o0. BAS EN 13163:2013 (EN 13163:2012)
Ekspandirani polistiren , TP EPS FE* Mala Lisa bb, 77 220 Thermal insulation products for buildings — Factory made expanded
Namjena: Toplinsko izolacijski proizvod od Cazin polystyrene (EPS) products — Specification TP EPS FE
ekspandiranog polistirena za primjenu u fasadnim Bosna i Hercegovina Purpose: Thermal insulation products from expanded polystyrens
sistemima 15 for application in etics systems
Oznaka proizvoda: TPEPSFE Production type:
Dimenzija: 500x1000 mm Dimensions:
Dukina: =2 mm Length:
Sirina: +1 mm Width:
Debljina: +1 mm Thickens:
Toplinska provodljivost: 0,042 WmE Thermal conductivity :
Klasa gorivosti: Klaza E Reaction to fire:
Dugotrajna vodoupojnost pri uranjanju, postupak 2A: 28% Long-term water absorption by immersion:
Pravougaonost: +) mm/m Squares:
Ravnost: 5 mm Flatness :
Oznaka koda: TP EPS FE - EN 13163-T(1)-L{2)-W{(2}- Identification code TP EPS FE - EN 13163-T(1)-L{2)-W{2)-5{2)-
S(2)-P(5)-WL(T) P(5)-WL(T)
Boja oznake na rubu plofe: DVIJE CRVENE LINITE Color designation at the edge of board: TWO RED LINES
Referentni broj izjave o svojstvima 03/16 Reference number of the declaration of performance 03/16
Identifikacijzki broj prijavljenog tjela 2477 The identification number of the notified body 2477

Debljina 10 20 30 40 50 60 70
(mm)

80 90 100 110 120 130 140 130 160 170 180 150 200

Kolitina 30 135 10 7.5 6 5 4
m?/pak

(¥

1:

in
[*1
Ln
L
—
Ly

1. 1,

[F8]
Lh
[F8]
L
L

el el
Ly a

2 2 1,

Ln




